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APACHE A5 
5HP 

ROTARY SCREW AIR COMPRESSORS

Built Better

Extremely Quiet
Work Comfortably and Safely

Work Uninterrupted 24/7 
100% Duty Cycle (Continuous Use)

Easy to Operate
Simple to Use CSC15 Controller

Easily Serviceable
Innovative Design and Component Integration

5 Year Limited Warranty
Rugged Construction and Long Life
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AVAILABLE MODELS
PART# MODEL HP SOUND SCFM 145 PSI Motor Amp HEIGHT WIDTH DEPTH WEIGHT (lbs)

S-002510 A5T 5 65 dBA 16 23 43 5/8" 55 5/8" 21" 500
S-002520 A5TD 5 65 dBA 16 23 43 5/8" 52" 22 1/2" 550

DV Systems Canada
490 Welham Rd., Barrie, ON L4N 8Z4 
Phone: 705 728-5657, Fax: 705 728-4974 

sales@dvcompressors.com
dvcompressors.com

DV Systems USA
128-B Talbert Rd., Mooresville, NC 28117 
Phone: 704 799-0046, Fax: 704 799-0355

A5 APACHE
5HP

ROTARY SCREW AIR COMPRESSORS

FOR MORE INFORMATION VISIT DVCOMPRESSORS.COM

Quiet, compact & bullet proof The 5 HP Apache A5 rotary screw air compressor is ideal for the demands of automotive
repair & body shops. A 100% duty cycle allows you to work comfortably 24/7 without worrying about air supply. 
An enclosed rotary screw design means you won’t have to hear your air compressor pounding away all day long. Its
compact size allows you to install it anywhere, and installation and maintenance are simple. Best of all, it’s affordable. 

FIXED SPEED, BELT DRIVE 
WITH AUTOMATIC TENSIONING
Ideal for continuous-use applications, the fixed-speed belt-drive
system provides maximum flexibility in pressure selection and
features automatic belt tensioning.

SOLID & SILENT
Designed with solid steel base frames and floors, powder-coated,
heavy gauge, acoustically insulated steel cabinets and sound
attenuating foam barriers.

ACCESSORIES
DV Remote Start Kit Part # DSC-002852
Control and monitor your air compressor from anywhere in your
shop with our rugged DV remote panel. The large, bright indicator
lights allow you to easily see whether the air compressor is turned
on or if there is any service required. The keyed switch ensures
safety and security in controlling your air compressor. 
The durable polycarbonate enclosure is water and dust proof.

Electronic Zero Loss Auto Drain Part # KK-9860
An electronic drain ensures that any potential condensate is
discharged from the air receiver tank regularly and automatically,
optimizing system performance.

Instalation Kit Part # IK1515
Maintenance Kit Part # MK-A5

orders@dvcompressors.com

SPECIFICATIONS
ELECTRICAL
Power 5 HP
Delivery 16 SCFM at 145 psi
Sound 65 dBA
Drive Technology Fixed Speed, Belt Drive 
with Auto-Tensioning
ODP (Open Drip Proof) Direct Online Start
Motor RPM 1740
Single-Phase 230V/60

CONFIGURATIONS
A5T Tank Mounted (60 Gal. Air Receiver)
A5TD Tank Mounted (60 Gal. Air Receiver) plus ASD15 Air
Dryer and 1 micron Pre-Filter

CSC15 CONTROLLER
The controller features an hour meter with power and fault
indicator lights: 
> Fault indicator light flashes at different intervals 
to communicate different faults

> Service reminder indication with service reset
> Power interruption protection
> Anti-rotation protection
> High-temperature limit protection
> Optional remote start-stop
> Programable relay output for run, load & fault status


